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Fire rated cables for installations in buildings

According to the European Construction Products Regulation (CPR)

Did you know?

Since 1st of July 2017, all cables that are permanently installed in buildings are subject to the European Construction
Products Regulation (CPR).

In order to increase fire safety in buildings and to minimize consequential damage caused by fires, the EU has defined
uniform regulations for the use of construction products inside buildings. Cables as construction products are assigned to
specific fire performance classes (Euroclasses) based on their reaction to fire. The corresponding harmonized standard
hEN 50575 defines the rules for the classification, evaluation and certification of construction products for all EU countries.

The classification is based on flame spread and heat release, additional criteria include smoke emission, acidity of
gases and flaming droplets. These criteria determine the fire performance class of the cables and thus their installation
location in a building. In order to achieve more safety in the event of a fire, the Euroclass of the cables installed must
correspond to the fire safety requirements in a building.

(hospitals, day-care facilities for children etc.)
> Cables of the Euroclass B2ca
¢ Buildings with high fire safety requirements
(office and tower buildings, hotels, large stores etc.)
> Cables of the Euroclass Cca

I ' e Buildings with very high fire safety requirements

Fire rated coaxial cables from SSB-Electronic
SSB-Electronic Germany offers coaxial cables of the
Euroclasses Cca to Fca for every application. Individual
assembly with connectors of all common standards is
possible upon request.



Fire rated coaxial cables for different fire protection requirements
The following overview shows the fire ratings of our coaxial cables and their recommended application areas
according to the fire safety requirements in a building.

Euroclass Safety

according to Requirement
EN 50575 in Buildings

Coaxial Cable Classification Criteria

Application Area
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Aircell 7 = ystem
Flame spread i
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leisure and amusement parks, etc. sl1, sla, slb, s2, s3 FS<20m FS<1,5m by a notified body
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Abbreviations:

H: Vertical Flame Spread (mm)

FS: Vertical Flame Spread (m)

THR: Total Heat Release

HRR: Max. Heat Release Rate

FIGRA: Fire Growth Rate

TSP: Total Smoke Production

SPR: Max. Smoke Production Rate (m?/s)

Explanations:

Opacity of the emitted smoke / smoke

s1: Low smoke production and slow smoke propagation

TSP <50 m?, max. SPR < 0,25 m?%/s

s1a: Transmittance > 80 %

s1b: Transmittance > 60 % < 80 %

s2: Average smoke production and propagation

TSP <400 m?, max. SPR < 1,5 m¥/s

s3: none of the above

Dripping of burning material during the fire / droplets

d0: No burning droplets or particles

d1: No burning droplets or particles that last more than 10 sec.
d2: none of the above ; ——
Emission of acid gases during the fire / acidity

al: Low acidity of gases, conductivity < 2,5 uyS/mm and pH > 4,3

a2: Avarage acidity of gases, conductivity < 10 uS/mm and pH > 4,3
a3: none of the above

Further information on the EU Construction Products
Regulation and the declarations of performance (DoP)
for our coaxial cables can be found on our website:
www.ssb-electronic.com
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